
NEW PRODUCTS 
PDP SERIES

ONE BRAND, COMPLETE SOLUTIONS
IN PNEUMATIC AUTOMATION



PDP SERIES 
TWIN PISTON CYLINDERS // ∅6 - ∅32

DOUBLE ACTING CYLINDER WITH MAGNETIC

■ Double piston cylinders are generally used in textile and   
 printing press machines.
■ Additionally double piston cylinders can be used at general  
 industry and production lines; push, pull, transport,   
 positioning and all thrust position.
■ In small area provide high force thanks to double piston   
 placed in compact size.
■ Superior bearing elements enable the cylinder to run more  
 linearly by minimizing the bending and rotation moment.
■ Anodized body elements and stainless steel cylinder rod
 provide high protect to corrosion, oxidation and dirty   
 environment.
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PDP GENERAL INFORMATION

PDP SERIES 
TWIN PISTON CYLINDERS // ∅6 - ∅32

DOUBLE ACTING CYLINDER WITH MAGNETIC

MAGNETIC
SENSOR

RUNNING
OIL FREE

316
AISI 316

ROD

303
AISI 303

ROD

ELOXAL
PLATED TUBE

ELOXAL
PLATED COVER

PDP Series - Ø6 - Ø32

FORCE

Cylinder
∅ mm

Rod
∅ mm

Thrust and traction forces (6 Bar)

Thrust force (N) Traction force (N)

6 4 33.9 18.8

10 6 94.3 60.3

16 8 241.3 181.0

20 10 377.0 282.7

25 12 589.0 453.4

32 16 965.1 723.8

PDP
TWIN PISTON 
DOUBLE ACTING 
CYLINDER WITH 
MAGNETIC

 

- Sipariş örneği:

PDP : İKİZ PİSTONLU MANYETİKLİ
           ÇİFT ETKİLİ SİLİNDİR

PDP GENEL BİLGİ

Ø Silindir-StrokÜrün kodu

PDP 020-025

PDP SERİSİ

* DIŞ ETKENLERE KARŞI DAYANIKLI VE HAFİF ALÜMİNYUM GÖVDE
* EKSENEL YÖNLERDE OLUŞABİLECEK EĞİLME VE DÖNDÜRME
  MOMENTİNE KARŞI UYGUN TASARLANMIŞ YATAKLAMA
* BAĞLANTI NOKTALARI SAYESİNDE KOLAY MONTAJLANABİLME 
* TAŞIMA, KONUMLAMA VE DURDURMA İSTENEN TÜM 
   SEKTÖRLERDE GENİŞ KULLANIM ALANLARI

MANYETİK
 ALGILAMA

YAĞSIZ
 ÇALIŞMA

AISI 420 MİL ELOKSALLI
BORU

ELOKSALLI
KAPAK

Kuvvet değeri:

Filtrelenmiş ve yağlanmış ya da filtrelenmiş ve 
yağsız hava

Poliüretan (PU)     :  (-20 C) - (+80 C)

10 Bar

Çalışma akışkanı: 

Çalışma sıcaklık derecesi:

Maksimum çalışma basıncı: 

AISI 303 MİL

İKİZ PİSTONLU SİLİNDİRLER,  Ø6 - Ø32
ÇİFT ETKİLİ MANYETİKLİ SİLİNDİR

Silindir    
Ø mm

Mil        
Ø mm

İtme ve Çekme kuvvetleri (6 bar) 

İtme Kuvveti ( N ) Çekme Kuvveti ( N )

6 4 33.9 18.8

10 6 94.3 60.3

16 8 241.3 181.0

20 10 377.0 282.7

25 12 589.0 453.4

32 16 965.1 723.8

■ STRENGTHENED BODY COMPONENTS PROVIDE RESISTANCE  
 AGAINST EXTERNAL FACTORS EXTENDING WORK LIFE
■ MULTI-PORT POINT ENSURES EASEIER ASSEMBLY
■ SENSOR MOUNTING FROM 2 SURFACES
■ EASE OF USE AND POSITIONING WITH THE POSSIBILITY OF 
 STROKE ADJUSTMENT BETWEEN 0-5MM
■ QUIET AND LONG LASTING PERFORMANCE THANKS TO 
 ELASTIC PADS AT THE END OF STROKE

Working Fluid:
Filtered and lubricated or filtered and not 
lubricated air

Operating Temperature Range:
Polyurethane (PU) : (-20°C) - (+80°C)

Max. Work Pressure:
10 Bar

WORK CONDITIONS

EXAMPLE OF ORDER

020 - 025PDP

Product Code Cylinder ∅ Stroke
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TWIN PISTON CYLINDERS - Ø6 - Ø32PDP TECHNICAL DATA

No Material name Characteristic Pc

1 CYLINDER BODY AL.+ELOXAL PLATED 1
2 REAR HEAD 6082 AL.+ELOXAL PLATED 2
3 FRONT HEAD 6082 AL.+ELOXAL PLATED 2

4 MIDDLE PISTON FOR Ø6~Ø25 CYLINDER: BRASS
FOR Ø32 CYLINDER: K58 AL.+PU+POM+MAGNET 2

5 PISTON ROD STAINLESS STEEL 2
6 FLANGE MOUNTING AL.+ELOXAL PLATED 1
7 HEAD O-RING NBR 6
8 ROD SEAL PU 2
9 PISTON SEAL PU 4

10 MAGNET 2
11 GUIDING BUSH CSB-40 4
12 FRONT BUMPER PU 85 2
13 REAR BUMPER PU 85 2
14 BOLT AISI 304 2
15 BOLT GALVANIZED STEEL+TEFLON 1
16 RETAINING RING A2-STAINLESS STEEL 4
17 BLIND PLUG BRASS 2

PDP Series - Ø6 - Ø32
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PDP SERIES TECHNICAL DATA
TWIN PISTON CYLINDERS -  Ø6 - Ø32 

No Material name Characteristic Pc
1 CYLINDER BODY AL.+ELOXAL PLATED 1
2 REAR HEAD 6082 AL.+ELOXAL PLATED 2
3 FRONT HEAD 6082 AL.+ELOXAL PLATED 2

4 MIDDLE PISTON Ø6~Ø25 FOR CYLINDER : BRASS                                                                              
Ø32        FOR CYLINDER : K58 AL.+PU+POM+MAGNET 2

5 PISTON ROD Ø6~Ø25 FOR CYLINDER : AISI 303                                                                            
Ø32        FOR CYLINDER : AISI 420 2

6 FLANGE MOUNTING AL.+ELOXAL PLATED 1
7 HEAD O-RING NBR 6
8 ROD SEAL PU 2
9 PISTON SEAL PU 4

10 MAGNET 2
11 GUIDING BUSH CSB-40 4
12 FRONT BUMPER PU 85 2
13 REAR BUMPER PU 85 2
14 BOLT AISI 304 2
15 BOLT GALVANIZED STEEL+TEFLON 1
16 RETAINING RING A2-STAINLESS STEEL 4
17 BLIND RECORD BRASS 2
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PDP SERIES TECHNICAL DATA
TWIN PISTON CYLINDERS -  Ø6 - Ø32 

No Material name Characteristic Pc
1 CYLINDER BODY AL.+ELOXAL PLATED 1
2 REAR HEAD 6082 AL.+ELOXAL PLATED 2
3 FRONT HEAD 6082 AL.+ELOXAL PLATED 2

4 MIDDLE PISTON Ø6~Ø25 FOR CYLINDER : BRASS                                                                              
Ø32        FOR CYLINDER : K58 AL.+PU+POM+MAGNET 2

5 PISTON ROD Ø6~Ø25 FOR CYLINDER : AISI 303                                                                            
Ø32        FOR CYLINDER : AISI 420 2

6 FLANGE MOUNTING AL.+ELOXAL PLATED 1
7 HEAD O-RING NBR 6
8 ROD SEAL PU 2
9 PISTON SEAL PU 4

10 MAGNET 2
11 GUIDING BUSH CSB-40 4
12 FRONT BUMPER PU 85 2
13 REAR BUMPER PU 85 2
14 BOLT AISI 304 2
15 BOLT GALVANIZED STEEL+TEFLON 1
16 RETAINING RING A2-STAINLESS STEEL 4
17 BLIND RECORD BRASS 2
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TWIN PISTON CYLINDERS - Ø6 - Ø32PDP CYLINDER DIMENSIONS

PDP Series - Ø6 - Ø32

Cylinder Ø 
mm A AB AC B BA C CA D DA G P PA PB S T TA

6 58.5 13.5 45 38 35 16 15 4 8 14 M5 20.5 8.5 4.5 27.8 23
10 72 17 55 46 44 17 15 6 9 17 M5 28 8 3.5 35 30.5
16 79 19 60 58 56 21 19 8 9 24 M5 23 9.5 5 47 42.5
20 94 24 70 64 62 25 23 10 12 28 M5 38 9.5 6.5 52.5 48
25 96 24 72 80 78 30 28 12 12 35 G1/8" 38 10 9 62.5 58
32 112 30 82 98 96 38 36 16 14 43 G1/8" 52.5 12.5 11.5 75 68

Cylinder Ø 
mm J JA JB K L LB N NB R

6 Ø6.5 x Dp: 3.5 x Thru. hole: Ø3.3 10 13 M4 x Dp: 6 M3 x Dp: 4.5 - M3 Thru. hole 28 M3
10 Ø6.5 x Dp: 3.5 x Thru. hole: Ø3.3 20 M4 x Dp: 7 M3 x Dp: 5 - M3 Thru. hole 35 M4
16 Ø8 x Dp: 4.5 x Thru. hole: Ø4.2 30 M5 x Dp: 8 M4 x Dp: 5 - M4 Thru. hole 45 M5
20 Ø9.5 x Dp: 5.5 x Thru. hole: Ø5 30 M6 x Dp: 10 M4 x Dp: 6 9.5 M4 x Dp: 6 50 M5
25 Ø11 x Dp: 6.5 x Thru. hole: Ø6.8 30 M8 x Dp: 12 M5 x Dp: 7 13 M5 x Dp: 8 60 M6
32 Ø11 x Dp: 6.5 x Thru. hole: Ø6.8 30 M8 x Dp: 12 M5 x Dp: 7 20 M5 x Dp: 8 75 M6

Cylinder Ø 
mm JC-LC Standard Stroke (mm)

Stroke: 10~25 30~50 60~80 90~100 110~125 150 175~200 Manufacturable str. range:10,15,20,25,30....175,180,185,190,195, 200
6 (JC=10+Stroke/2)  (LC=13+Stroke) 10, 20, 25, 30, 40, 50
10 30 40 50 60 70 80 - 10, 20, 25, 30, 40, 50, 60, 70, 75, 80, 90, 100
16 25 35 45 55 65 75 145

10, 20, 25, 30, 40, 50, 60, 70, 75, 80, 90, 100, 125, 150, 175, 200
20 30 40 60 80 100
25 30 40 60 80 100
32 40 50 70 90 110
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Cylinder           
Ø mm A AB AC B BA C CA D DA G P PA PB S T TA

6 58.5 13.5 45 38 35 16 14 4 8 14 M5 20.5 8.5 4.5 27.8 23
10 72 17 55 46 44 17 15 6 9 17 M5 28 8 3.5 35 30.5
16 79 19 60 58 56 21 19 8 9 24 M5 23 9.5 5 47 42.5
20 94 24 70 64 62 25 23 10 12 28 M5 38 9.5 6.5 52.5 48
25 96 24 72 80 78 30 28 12 12 35 G1/8" 38 10 9 62.5 58
32 112 30 82 98 96 38 36 16 14 43 G1/8" 52.5 12.5 11.5 75 68

Cylinder           
Ø mm JC-LC Standard Stroke (mm)

Stroke : 10~25 30~50 60~80 90~100 110~125 150 175~200 Manufacturable str. range:10,15,20,25,30....175,180,185,190,195,200
6 (JC=10+Stroke/2)   (LC=13+Stroke) 10, 20, 25, 30, 40, 50
10 30 40 50 60 70 80 - 10, 20, 25, 30, 40, 50, 60, 70, 75, 80, 90, 100
16 25 35 45 55 65 75 145

10, 20, 25, 30, 40, 50, 60, 70, 75, 80, 90, 100, 125, 150, 175, 200
20 30 40 60 80 100
25 30 40 60 80 100
32 40 50 70 90 110

Cylinder           
Ø mm J JA JB K L LB N NB R

6 Ø6.5 x Dp: 3.5 x Thru. hole: Ø3.3 10 13 M4 x Dp: 6 M3 x Dp: 4.5 - M3 Thru. hole 28 M3

10 Ø6.5 x Dp: 3.5 x Thru. hole: Ø3.3 20 M4 x Dp: 7 M3 x Dp: 5 - M3 Thru. hole 35 M4

16 Ø8 x Dp: 4.5 x Thru. hole: Ø4.2 30 M5 x Dp: 8 M4 x Dp: 5 - M4 Thru. hole 45 M5

20 Ø9.5 x Dp: 5.5 x Thru. hole: Ø5 30 M6 x Dp: 10 M4 x Dp: 6 9.5 M4 x Dp: 6 50 M5

25 Ø11 x Dp: 6.5 x Thru. hole: Ø6.8 30 M8 x Dp: 12 M5 x Dp: 7 13 M5 x Dp: 8 60 M6

32 Ø11 x Dp: 6.5 x Thru. hole: Ø6.8 30 M8 x Dp: 12 M5 x Dp: 7 20 M5 x Dp: 8 75 M6
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TWIN PISTON CYLINDERS - Ø6 - Ø32PDP VIEW OF FIGURES

PDP Series - Ø6 - Ø32

PDP SERIES VIEW OF FIGURES

PDP Ø6 

PDP Ø10 
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PEMAKS NOW ON SOCIAL MEDIA
FOLLOW OUR SOCIAL MEDIA ACCOUNTS FOR 

DEVELOPMENTS, NEW PRODUCTS AND SOLUTIONS.


